
Porównanie produktów

Produkty

Wiertarko-wkrętarki
akumulatorowe
GSR 120-LI Professional
Wysoka jakość Bosch,
wysoka moc, przystępna
cena!

Wiertarko-wkrętarki
akumulatorowe
GSR 180-LI Professional
Większa moc. Większa
wytrzymałość.

Akumulator
GBA 18V 1.5 Ah M-A
Professional
Lekki akumulator Compact 18
V o pojemności 1,5 Ah

Ø wkrętów

-

-

-

-

-

-

- -

Maks. Ø wkrętów 7.0 mm 10.0 mm -

Segment

Segmenty
Bezprzewodowe
Wiertarko-wkrętarki
akumulatorowe

Wiertarko-wkrętarki
akumulatorowe

Bezprzewodowe
Akumulatorowe narzędzia
systemowe
Swoboda

Segment odbiorców
mailingu

Drewno
Metal

Drewno
Metal

Metal
Kamień
Drewno

Dane techniczne



Moment obrotowy
(wkr.
miękkie/twarde/mak
s.)

13/30/- Nm 21/54/- Nm -

Prędkość obrotowa
bez obciążenia (1. /
2. bieg)

0 – 380 / 0 – 1300 min-1 0 – 450 / 0 – 1700 min-1 -

Rodzaj zasilania Litowo-jonowe (Li-Ion) Litowo-jonowe (Li-Ion) -

Napięcie
akumulatora 12.0 V 18.0 V 18.0 V

Liczba zakresów
momentu
obrotowego

20+1 20+1 -

Czas ładowania
przy poj. akum. 1,5
Ah (80%/100%) ok.

50/65 min 105 min -

Waga - - 340.0 g

Informacje o emisji hałasu i drgań

Poziom szumów

The A-rated noise level of the
power tool is typically as
follows: Sound pressure level
dB(A); Sound power level
dB(A). Uncertainty K=  dB.

The A-rated noise level of the
power tool is typically as
follows: Sound pressure level
dB(A); Sound power level
dB(A). Uncertainty K=  dB.

-

Średnica wiercenia
Maks. Ø wiercenia
w drewnie 20.0 mm 35.0 mm -

Maks. Ø wiercenia
w stali 8.0 mm 10.0 mm -


