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HELUTOP® HT cable gland
 

 

Technical dataMaterial
Polyamide PA 6

HELUTOP® HT
The plastic cable gland with vibration protection.
 

Protection class: IP 68 - 5 bar / IP 69K
 
Temperature range: -20°C up to +100°C

Seal: Chloroprene-rubber (CR)
 Application

 halogen-freePlant and machine construction
Test standard: EN50262phosphor-freeRobot construction
 silicone-freeAutomation technology
 cadmium-freeVehicle construction and shipbuilding

 
Properties

Rail technology
Installation technology

Optimum strain relief through clamping platesControl cabinet construction
Easy to assemble
Large clamping areas

 
Note  
Details on the individual tests appear in section
Technical Information.

Dimensions
Thread sizeG
Thread lengthGL
Spanner sizeSW

 

metric thread
UnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
Metr.

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

-100156,03,0 - 6,5M12 x 1,5939379392393908
-50198,04,0 - 8,0M16 x 1,5939389392493909
-50198,05,0 - 10,0M16 x 1,5907277907276907275
-502210,05,0 - 10,0M16 x 1,5926699266892667
-502410,06,0 - 12,0M20 x 1,5939399392593910
-50298,011,0 - 17,0M25 x 1,5939409392693911
-253610,015,0 - 21,0M32 x 1,5939419392793912
-204610,019,0 - 28,0M40 x 1,5939429392893913
-106018,030,0 - 38,0M50 x 1,5939439392993914
-106518,034,0 - 44,0M63 x 1,5939449393093915

 

metric thread - with reducing seal
UnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
Metr.

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

-100158,02,0 - 5,0M12 x 1,5903552903542903532
-50198,02,0 - 6,0M16 x 1,5903553903543903533
-502410,05,0 - 9,0M20 x 1,5903554903544903534
-50298,09,0 - 13,0M25 x 1,5903555903545903535
-253610,011,0 - 15,0M32 x 1,5903556903546903536
-204610,016,0 - 23,0M40 x 1,5903557903547903537
-106018,025,0 - 31,0M50 x 1,5903558903548903538
-106518,029,0 - 35,0M63 x 1,5903559903549903539
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HELUTOP® HT cable gland
PG thread

UnitSpanner
size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
PG

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

-100158,03,0 - 6,57993209931099300
-50198,04,0 - 8,09993219931199301
-50228,05,0 - 10,011993229931299302
-50249,06,0 - 12,013,5993239931399303
-502710,010,0 - 14,016993249931499304
-253311,013,0 - 18,021993259931599305
-204211,018,0 - 25,029993269931699306
-105313,022,0 - 32,036993279931799307
-106013,030,0 - 38,042993289931899308
-106514,034,0 - 44,048993299931999309

 

NPT thread
UnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
NPT

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

-502215,05,0 - 10,03/8"928009279092780
-502415,06,0 - 12,01/2"928019279192781
-502715,010,0 - 14,01/2"928029279292782
-253315,013,0 - 18,03/4"928039279392783
-204218,018,0 - 25,01"928049279492784

 

Dimensions and specifications may be changed without prior notice.
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